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PCE 700 is designed to protect spray booth glass and lights against overspray and produce a transparent (non-
glare) finish. PCE 700 is intended for baking booths and will withstand many hundreds of cure and spray cycles 
without distorting the light and glass.
PCE 700 provides a non-tacky, dirt resistant surface that is easily peelable. dries quickly and will not discolor, spear 
or smudge. 

PREPARATION	

Confirm the surface of desired application are clean. Mask all parts that are desired to not be coated such 
as rubber molds, door handles, and air hoses. Agitate well before applying.

Note: for best overall results, refer to spray gun manufacturer’s recommendation for inlet air pressures.

APPLICATION

	 Coats:		  Apply 1 - 2 coats. Varies on application setup.
	 For optimum performance, recommended film build is 3 - 4 mils.

DRY TIMES	
	
	 Between Coats:	 5 - 10 minutes at 70°F (21°C)

	 Air Dry:		  2 - 4 hours at 70°F (21°C)
				    *Reduce drying time with air flow

	 Force Dry:		  15 -25 minutes at 70°F (21°C) (DO NOT USE HEAT)

				    Humidity advice at 40 – 60%	 	

PCE 700
POLYMER CLEAR ELASTOMERIC

Can be applied over:

Cleaned and dry glass surfaces

Spray gun setup:

NOZZLE PSI
Gravity Feed 1.8 - 2.5 25 - 30 inlet
Airless .017 - .025  1500 - 2000 psi
Preasure Feed 1.8 - 2.0 30
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CLEAN UP

Clean spray guns, gun cups, storage pots, etc., thoroughly with warm water after each use. Follow EPA 
guidelines for proper storage and disposal.

ADDITIONAL NOTES

6 month cycle before removal and reapply. Will vary with conditions.
Do not let product freeze. Under ideal circumstances the product can be stored for 2 years.

Product information

Color Transparent

Shipping info Not regulated for transport

Film Build Per Coat 2 - 8 mils wet. Will vary on application type

Sq. Ft. coverage at 3 mils 400 sq. ft. per gallon. Will vary on application type

VOC <60g/l Temporary coating

Limitations

Users of MARIN branded products should read all information prior to use.  Some products are combined with others and will have 

hazardous components. Follow recommendation from spray equipment manufacture. 

OBSERVE ALL SAFETY PRECAUTIONS FOR RESPIRATORY, SKIN AND EYE PROTECTION.  

EMERGENCY MEDICAL OR SPILL CONTROL Call CHEMTREC  1-800-424-9300 / +1 703-527-3887

For Product Information Call: Automotive Industrial Refinish Resource LLC  1-800-628-5449

Technical information website:  airrco.com
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